
- Programmable buttons for individual preference 

- Safeguards your hearing and helps comply with the strict

 Noise-at-work legislation through Jabra PC Suite

- High quality sound through DSP 

- Professional quality and design

- Fits all corded Jabra QD headsets

- Easy and simple to setup with the Jabra PC Suite

- Bluetooth connection to mobile phone 

The Jabra LINK 280 USB Adapter enables PC connectivity and 

full softphone integration with GN Netcom’s extensive range  

of Quick Disconnect (QD) headsets. The combination of  

user-defined call controls and Multiuse connectivity makes it 

perfect for businesses that want a cost-effective and flexible 

transition to Unified Communications.

Call Control at your fingertips

Convenient in-line control buttons let you enjoy quick, 

optimized use of your softphone. At the press of a button you 

can answer/end calls, put calls on hold, adjust volume and mute 

the microphone. Two of the four buttons can be programmed 

from the computer to perform user-defined tasks such as 

“answer mobile phone call” – or to comply with commands in 

future softphones. The built-in wireless Bluetooth connection 

enables you to switch seamlessly between softphone and 

mobile phone calls.

Datasheet

Jabra LINK 280 is plug-and-play with PCs running Windows or 

Mac OS. To ensure full call control functionality with specific 

softphones, simply download and install Jabra PC Suite.  

This free application is constantly updated with the latest 

softphone drivers to protect your Jabra headset investment!

Digital auDio quality anD noise proteCtion

Jabra LINK 280 features the latest Digital Signal Processing 

(DSP) technology. The processor filters the audio stream and 

removes impurities from the call signal to ensure a smooth, 

clean and crisp audio experience. Moreover, the controller keeps 

you safe by offering full noise protection.

To ensure long service life, Jabra LINK 280 is made of durable 

high-quality materials designed to withstand heavy use even  

in rough contact center environments. 

jabra link™ 280
usb aDapter

GN Netcom is a world leader in innovative headset solutions. GN Netcom  
develops, manufactures and markets its products under the Jabra brand name.

with call control

Future-prooF soFtphone and 
bluetooth® adapter with inline 
call controls 

www.jabra.com

jabra® is a registereD traDemark of gn netcom a/s
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jabra link 280

feature Benefit

industry-certified no compatibility issues. officially certified for use with windows® operating systems. 

also compatible with mac operating systems 9.0.4 or greater. in short, jabra link 280  

works with virtually any computer

plug & play convenience absolutely no software to install. the jabra link 280 is as easy to install as it is to use

compatible with all usb-capable computers eliminate noise and sound-card compatibility problems

Quick Disconnect (QD) works with all gn netcom corded QD headsets

jabra multiuse bluetooth connection user can switch seamlessly between pc-based ip telephony and mobile phone calls

compliance eu noise at work regulations – cumulative noise exposure should never exceed 85 db spl

Features & beneFits

teChniCal speCifiCations

usb interface compliant with usb 2.0 general and audio class specifications

auDio speCifiCations

signal-to-noise compliant tia 920

speaker channel frequency response 50-15,000 hz monaural

general speCifiCations

headset cord 30 cm

usb cable 150 cm

usb cable kevlar

weight 48 g (cable adaptor only)

safety ul 1950, fcc part 15 class a/b, ce

jabra link™ 280
usb aDapter


